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Technical terminal equipped with a high efficiency COB LED

Luminous efficiency of 123lm/W

Maintenance of L80F10 flow greater than 72,000 hours (Ta25°C)

Asymmetrical IP65 silicone lens and waterproof respirator guaranteeing good sealing of the luminaire

Molded aluminum body equipped with inlet/outlet for transplanting, 316L stainless steel screws

Microwave detection with switch-off warning adjustable by remote control 777302

Possibility of installation at 1m height for a range effect harmonized with version 818201

Clean line, ideal for lighting high-end residential projects, seaside (salt fog)

Colour Black - RAL approaching 9004

Yes

Autonomous

5.29 gCO2/h

Short circuit protection Yes Overheat protection Yes

Overload protection

Dimming type

Carbon footprint

Fixed

200mm

200mm

Ampere exit driver 1050mA

Leakage current

<10

Wattage factor/cosö 0,96

3500mm

IK 10

35kg

Driver output tension 49V

Input signals AC

Adjustability

Luminaire  diameter

Fixing dimensions

Luminaire weight Luminaire  height

IP 65 Incandescent wire T° 650°C

Lamp supply Constant current driver

Immersion No

Ta 25°C

Installation Ground

Number of lamps 1

Diffuser Silicone Lamp wattage 51.5W

Driver Output 0.89%

Body Luminaire wattageAluminum die cast 58.8W

Mechanical Features Electrical Features

Protection surtension Yes

Luminaire number type B

10A 16A 25A

Luminaire number type C

3

7

6

10

10

16

Voltage range 220-240V/50-60Hz

Harmonic distortion rate

<0.7mA

Switching cycles 50000
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CRI  >70

Number of MacAdam's ellipses <3 SDCM

Coordinates 3000K x : 0.4338; y : 0.4030

Colour Temperature 3000K

Lamp type LED module

Output flow to 25°C Ta 7248lm

Lighting efficiency for the whole product 123lm/W

Light output (LOR) 100%

Light emission Direct/Symetrical

Beam angle 360°

Diffuser Translucent

LM80 L80F10 > 72000h (Ta25°C)

Photobiological risk Risk group 0

PEP Availability upon requestCertificate of energy saving

Sensing type HF/Simple/Notice of extinction

Sensing setting Remote

sensing area 25%/50%/75%/100%

Time before lowering 5s/30s/1m/3m/5m/10m/20m/30m

Crepuscular sensor 2 lux/10 lux/30 lux/50 lux

Time before cutting off 0s/10s/30s/1m/5m/10m/30m/Infinity

Abaissement de flux 10%/20%/30%/50%

BAR-EQ-110 / RES-EC-104

Recommendation

50%

1m

10 lux

Infinity

10%

Measures are taken in open field and are given for information only.

Photometric Features

Normative Features

Sensing Features

The technical features can be changed by RESISTEX without notice. Information subjected to error.

This product contains an energy efficient 

light source E

This fixture is not suitable for accent lighting.

ULR 0%

CIE flux code n°3 (%) 95%

PstLm <1

SVM <0.4
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